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Diameter: 9 ½” 
Height:  1 ½” 

 

Ordering Information 
 
Example: SL-LED3027-30K-WH-MS-J 
SL-LED3027 LED 9 ½” 30K WH MS J 

 
SERIES WATTAGE DIAMETER COLOR 

TEMP. 
FINISH SENSOR TITLE 24 

 
SL-LED3027 22W LED- 

1500 
Lumens 

 

9 ½” 30K-3000°K WH-White 
 

MS-Microwave 
Sensor 

J-JA8 
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JOB NAME:  
TYPE:  

 
Construction: 
 Frosted Polycarbonate Diffuser 
 White Powder-Coated Aluminum 

Construction 
 

Light Source: 
 22 Watts LED 1500 Lumens 
 Internal Microwave Sensor Can Penetrate 

Through Most Non-Metallic Barriers To 
Detect Movement. Once Motion Is 
Detected, The Fixture Will Operate At Full 
Brightness. Fixture Will Then Dim To 50% 
Brightness When The Area Is Vacated. 

 360° Detection Angle 
 120V. 3000°K 90 CRI 

 
Notes: 
 Wet Location Listed 
 Mount To Any 4” Junction Box 
 ETL Approved 
 50,000 Hours Life Expectancy 
 DOB Technology Totally Flush With Ceiling 
 California T24 JA8 
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